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            Everel motor variable speed control system is an analog or digital solution 
developed to make an effective control on the motor speed by electronic switch. 
This solution is suitable for several applications such as high pressure cleaners or 
others appliances with similar power motor.   

Everel system is a totally customized solution, very reliable and even more easy to 
assemble and fix.  

Introducing Everel motor variable speed control system: 

Highlights 
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Applications 

Everel solution can be used for: 

• High pressure cleanears 

• Vacuum cleaners 

• Any appliance with a power motor up 2,500 W and able to fit a packaging dimention 
of inches (2.37 x 3.00 x 1.81); mm (60 x 76x 46) 
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Choosing Everel Solution means get plenty of benefits: 
 

• CUSTOMIZATION:  

• Power levels, wirings, cables lenght can be taylored to the application 

• The system can be configured with connecting cable 

• Standard solution: Everel 4CH selector (4 positions. OFF + 3 motor levels) 

• Customized solution: additional motor levels by request 
 

• ANALOG VERSION:  

• Reliable and low cost 
 

• DIGITAL VERSION:  

• More precize speed control 

• Power levels can be defined by software customization (same hardware) 

• Electronic system with active components and micro-processor enable minimization of 
the Electromagnetic emissions  relative to each OEM appliances 

Plus 

MOTOR VARIABLE SPEED CONTROL SYSTEM 



4 

• ASSEMBLY:  

• Quick installation (4 mounting screws and 3 faston connectors) 
 

• TECHNICAL DESIGN:  

• Collaborative engineering efforts to streamline time to market and minimize cost 

• IP65 control assembly 
 

• QUALITY CERTIFICATIONS:  

• Certifiable components 

• 100% functional test 
 

Plus 
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◦ Electronic printed circuit board 

◦ Plastic housing 
◦ Standard solution: Everel 4CH selector (4 positions. OFF + 3 motor levels)           
  connected to the control assembly by three-pole cable and faston connectors 

◦ Customized solution: additional motor levels by request 

◦ IP65 control assembly 

◦ Heat-sink to protect from overheating 
◦ Power Supply: 230Vac; 50Hz 
◦ Resistive load: 10A; 2,300W 
◦ Dimentions: inches (2.37 x 3.00 x 1.81); mm (60 x 76x 46) 

General Features 
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Pictures and Dimensions 
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CERTIFICATIONS 

BRAND 

Selection function switch with up to 14 positions. 
Fastening with M4 screws. 
12 sizes available. 
Plastic or metal spindle.  

4 CH Selector – CH General Features 

FEATURES 

CH  
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BODY TYPES 
Number of contact 
lines:  
1-2-3-4-5-6-7-8-11-
16 

FIXING TYPE 

M4 screw – interaxis 28mm 

SHAFT VARIABLES 

Diameter: ø6mm x 4.6mm 

Lenght:      from 12,5mm to 46mm  

          standard 23mm 

Material:  plastic or metal 

TERMINAL TYPE 
Faston: 6,3x0,8 
• Single 
Material: brass 
 

RATING - EN61058 
• 16(6)A 250Vac – 30E3  
• 16(8)A 250Va 
• 18A 125/250Vac – 30E3  
• 12A 400Vac – 30E3 
• T150⁰ C 
 

RATING - UL 1054 
• 18A 250Vac 
• 16A 250Vac 
• 3/4HP 125Vac 
• T120⁰ C 

Standard  Thermostat 

BODY VERSIONS 

ADDITIONAL FEATURES 

Electronic and electrical 

function selection 

 

NUMBER OF POSITIONS 
min. 2 – max. 14 with  
or without end stop 
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4 CH Selector – CH Technical Features 
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Main Customer 
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Everel Motor Variable Speed Control System is been chosen by Lavorwash to make their 
high pressure clenears even more effective. 
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TITOLO   
Sottotitolo  
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Everel Group S.p.A.  

Headquarter - Production Site: Valeggio S/M (VR) - Italy 

Production Site: Dreefs GmbH, Marktrodach - Germany 

  Everel Romania Srl, Lipova - Arad - Romania  

www.everelgroup.com 

https://it-it.facebook.com/b-ICT-Company-173982195952885/
https://www.linkedin.com/company/b-_2?trk=tyah
https://www.youtube.com/user/MultimediaCeitSpa

